KRINNER

Technical Data Sheet G Series

Basic Info

KSF G 68x650-1xM8 KSF G 68x550-1xM8

Nominal length (mm)

650 550
Tube diameter (mm)

68 68
Weight (kg)

1,90 1,60
Iltem number

21037 21036

Construction

e Continuous welded helix
e Coating: Hot-dip galvanized according toDIN EN ISO 1461
e Patented conical body forged from a single piece of tubing

e Nut: DIN EN 4023-5

KSF G 68x650-1xM8
Applications

Accessories

i st ”"
Special Granulate Screwing bar short
0,50 kg 0,60 kg
Art.-Nr. 21823 Art.-Nr. 20070
Subject to technical change! revolutionary - durable - sustainable
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KRINNER
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KSF G 68x650-1xM8 KSF G 68x550-1xM8 |

a |Length (mm) (£20 mm)
650 550
b | Shaft outer diameter (mm) b
68 68 d
¢ | Inner diameter (mm)
b4 64
d | Diameter setting (mm)
62 155,550 | 62 155,550 |
43138534 43138534 kD
e | Depth setting (mm) (£20 mm) f I\_/
24512601275 | 1451160175 | c LI
3151370 425 21512701325 '
f |Thread e
1xM8 1xM8
|
|
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